
STREET IMPROVEMENTS 

12.30-10 

 

 

 
 
 
 

ROADWAY 

DATE   ' 10-23-03 
STD. DRW. NO.3 

STREET 
 
 
 
 
 

POLE: 

WHATLEY  •086402531585 
24"   RISE  6'   MAST  ARM 
TEXTURED   GRAY   FINISH 

 
CONDUCTOR: 

2  CONDUCTOR 10A.W.G.  COPPER 
TYPE   UF,   600  VOLTS   WITH   BARE   GROUND. 
TO BE TRENCHED TO THE CLOSEST 
PEDESTAL OR TRANSFORMER. 

LIGHT  INSTALLATION 
 
 

CABLE   OPENING   IN  TOP 
OF  POLE:  2-3/8"  x   1-3/8" 

 
 
 
 
 
 
 

  6'-o"   

 
VOLTAGE: 

120V   OR  240V   RESIDENTIAL SUBDIVISIONS 
120V.  208V.  240V.  OR  277V   (COMMERCIAL) 

 
 
 
 
 
 
 
 
 
 

HAND HOLE  OPENING 
IN  POLE:   21fz"x5" 

 
 

CURB 
 
 
 
 
 

BURIEDJ=-= 
CABLE 

 
 

CA6   BASE 
 

5/8" X   8'   GROUND  ROD 
 
 
 
 
 
 
 

FILE.     3ELE\DETAIL\LITEPOLE.DGN 

CITY OF ST.  CHARLES  
 
12.30.05(L) 

 

(Ord. 2003-M-98 § 1; Ord. 1998-M-39 § 1; Ord. 1998-M-23 § 1.) 


